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TRANSFORMER TEST PROTOCOL

Type ATO 378/ce Protocol No. 8 ! 7““56
Raitln 1000 , 1411~2538
g 275873 kVA Working No. [ 3 =
Ser. No. e Phase z
VOLTAGE _ CURRENT
iy ; 60004=~2%275 0/0 o |, ; 28023
B : 4007231 1y . 16443,38
Connection H ONAN Frequency -} 1 Hz
Cooling | A ' Load (| N o] § -
Class insulation @ 198& Execution. L ;730
Year of production: Total weight 3 kg
TEST: ROUTINE ACCORDING TO STANDARD CSN 33=1100
1. WINDING INSULATION RESISTANCES 29700 ocinGa |2 RESISTANCE TESTS AT 20°C !
, : - : |
HV/EARTH: 4 | Hv/Lv: T | wveartH: 3 | Hv: 042232 o |v: 0,001205 o
3. TEST BY APPLIED VOLTAGE [kV/min] 4. TEST BY INDUCTION VOLTAGE, TIME 30 SEC
HV-LV/EARTH: 2211 | Lv.earTh: 3/1 | ON HV BY INDUCTION: 12000 v, 200 H: |
5. CHECK OF CONNECTION AND NO-LOAD RATIO MEASURED BY BRIDGE WNUT-100 SUITABLE J
POSITION 3
OF TAPCHANGER 1. 2. 3. 4, 5, f]
vottace "V 5700, 5850y 6000y 6150y @300,
6. NO-LOAD LOSSES AND NO-LOAD CURRENT AT 50 Hz. NO-LOAD CURRENT: 100024 ADs 097, |
U [V] la [A] Ib [A] lc [A] A Po [W]
400 10,9250 51875 100337 18062
7. SHORT CIRCUIT LOSSES AND SHORT CIRCUIT VOLTAGE AT 50 Hz.
TEMPERATURE °C Uk [V] Ik [A] A Pk [W] Uk [%]
20 362184 06,23 9270:80 | 6405
75 363,93 26423 10398430 6v Q7
8. TRANSFORMER EFFICIENCY
LOAD 50 % 75 % 100 %/, 125 %
cos p=1 29,119 264,979 98780 985556
S e 28,899 98,724 984474 984195
9. VOLTAGE DROP AT 1009, LOAD: cos g =1 Au= 1 it %, cos p = 0,8 A u= 4159 %
LR eI SATISFIED OIL DIELECTRIC STRENGTH 270 KV/CH
1T INHIBITED OIL
27.9.1988 LV
DATE: TESTED BY: ah
i ")u’-_.'_
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