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U
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TEL. 172

Type i ATOB 414722 " | Protocol No. 174 529 1
Rating ' R 1 gngVA Working No. B 1411-253509 |
Ser. No. 275380 Phase 3 3 3
VOLTAGE & CURRENT é
: S00-243s 900 v | = LTS
Lv : ey T : Fo VR Al
Connection H D?; ‘j% " Frequency s 50 Hz 1
Cooling ¥ ,;“ ‘ Load H NOO S 1 i
Class insulation @ 1988 Execution 4870 1
Year of production: Total weight kg ¢
TEST: ROUTINE AGCORDING TO STANDARD CsM 35=1100
1. WINDING INSULATION RESISTANCES 1570 oCINGQ |2 RESISTANCE TESTS AT 200C
HV/EARTH: 6 | HV/LV: 8 | LV/EARTH: 4 | Hv: V11163 @ Te0p06BSH O
3. TEST BY APPLIED VOLTAGE [kV/min] 4. TEST BY INDUCTION VOLTAGE, TIME 30 sic |
HY-LV/EARTH: 22/1 | LV-EARTH: 3/1 | ON HV BY INDUCTION: 12000 Vi 20u M
5. CHECK OF CONNECTION AND NO-LOAD RATIO MEASURED BY GRIDGE WNUT-100 SUITABLE
POSITION e
OF TAPCHANGER T 2 ! & 4. 5.
VOLTAGE  py - S7o0w 5450V 600V 6150 030y |
6. NO-LOAD LOSSES AND NO-LOAD CURRENT AT 50 Hz. NO-LOAD CURRENT: 101007 AOs020)
L |
U (v] la [A] Ib [A] le [A] A Po (W) i
- - i
400 15,700 19,290 13:300 2L67 .7 ’
! i
7. SHORT CIRCUIT LOSSES AND SHORT CIRCUIT VOLTAGE AT 50 Haz. ;
¢
TEMPERATURE °C Uk (V] lk |A] A Pk (W] Uk [9%]
4
20 382,71 153,96 126618 6138 B
!
73 383,46 153,06 161944 (0 6439
8. TRANSFORMER EFFICIENCY
LOAD 50 9y 75 %, 100 % 125 %,
p=1 . . . . E
o0 99,248 99,120 ag,959 985768 {
| {
» =08 - o £
o 99,000 98,911 08,698 985460
VOLTAGE DROP AT 1009, LOAD: cos p = .1 Au = 1 ;0() U, cos ¢ = ‘0,8 AU = 468 0% ‘
EST RESULTS: ; . :
65T RESULTS SATISFIED OIL DIELECTRIC STRENGTI 210 KV CH |
dyigy =i o . NHIBITRED oL L
2871071983 INNIBITRD o1l wavitiavh |3
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